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INSTALLATION PROCEDURES FOR 
PERFROMANCE CARBON ADHESIVE FILM
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Procedures:

1. Prepare materials on a sturdy tabletop. Protect tabletop surface to prevent damage.

2. Apply Tracer sheet to window pillar, using a scraper.

3. Trace outline on Tracer sheet with a pen.
4. Peel off Tracer sheet from window pillar.

5. Adhere Tracer sheet onto Performance Carbon sheet, using scraper to remove air bubbles.
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6. Cut along outline using a ruler and a pair of scissors or blade.

7. Dilute detergent and apply to surface of window pillar (this will make positioning easier).

8. After removing paper backing from Performance Carbon cutout, adhesive side facing downwards, position Performance Carbon cutout onto window pillar.

9. Without losing position, use scraper to achieve smooth adhesion and prevent air bubbles from forming.

Notice:

· Performance Carbon should not be applied to spherical surfaces such as side-view mirrors, or on pliable surfaces such as rubber or nylon.

· When removing Performance Carbon adhesive film, product may cause surface coating, paint or other material to break or peel off.
· UV rays may cause uncovered surfaces to naturally fade or discolor over time. As a result, exposed surfaces may appear lighter than areas once covered with Performance Carbon when the product is removed.

· While Performance Carbon itself is waterproof and withstands car washes and weather, it should not be used as waterproofing material.

· Long-term use of this product may result in minor peeling or discoloration of film’s surface.

· Product specifications may change without notice.

· Sly Machines is not responsible for accidents incurred as a result of using or applying this product.

Precautions:

· Do not attempt to cut product after application, as the underlying surface may be damaged.

· Edges may cause paper cuts, so handle the product with care during installation.

· Do not utilize this product for any purposes other than those recommended by SENKO.

· Do not apply this product directly on skin or animals.
· Keep away from children.
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Step 7


























Equipment:�- 1 Performance Carbon sheet


- 1 clear Tracer sheet


- Ruler (not included)


- Scissors or blade (not included)


- Scraper (not included)


- Detergent for automobiles


(not included)


























Please Note:


Allow 24 hours for epoxy to set before washing your car














Step 2





Step 1





�





�





Step 3





Step 6





�





�





Step 8





�











Step 9
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